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Teletype Corporation 

Equipment List 

TELETYPE EQUIPMENT LIST- INDEX 

Index Page 1 

Issue 2 

June, 1948 

The TELETYPE EQUIPMENT LIST consists of individual General Description Sheets deal-

ing with the various Teletype Sets. Digits appearing before the decimal point in the key number 

printed on each General Description Sheet indicate the section of this binder in which the pages 

should be filed. For convenience these various sections have been cross indexed: 

On Index Page 2 .. Sets are classified and indexed by TELETYPE MODEL 

NUMBER. 

Index Pages 3, 4 and 5 Contain a complete NUMERICAL GUIDE both of 

Sectional Headings and the published General Description Sheets. 

Omission of the title of a numbered section in the index indicates the information is 

not yet scheduled for release. 

Immediately following the Index Pages you will find supplementary sheets covering 

Keytops and Type Arrangements. From time to time other supplementary material relating to 

equipment will be prepared for filing in this portion of the booklet. Revised General Index Pages, 

and filing instructions will accompany the supplementary material you will receive for filing as 

additional General Description Sheets are published for inclusion in the TELETYPE EQUIPMENT 

LIST. 

Printed in U.S. A. 
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Teletype Corporation 

Equipment List 

INDEX OF GENERAL DESCRIPTION SHEETS 
(Classified as to Model Number) 

MODEL 14 EQUIPMENT SETS 

Tape Printer Sets 

Perforator Sets (5-Unit) 

Perforator Transmitter Distributor Sets 

Reperforator Sets (Typing) 

Reperforator Sets (Nontyping) 

Reperforator Transmitter Distributor Sets (Typing) 

Reperforator Transmitter Distributor Sets (Nontyping) 

(for Transmitter Distributors See Section 19) 

MODEL IS EQUIPMENT SETS 

Page Printer Sets 

Tape Transmission Duplex Sets 

MODEL 19 EQUIPMENT SETS 

Model 18 Page Printer Sets 

MODEL 20 EQUIPMENT SETS 

Model 20 Page Printer Sets (6-Unit Code) 

Model 20 Reperforator Sets (6-Unit Code) 

(For 6-Unit Code Transmitter Distributors see Section 19) 

MODEL 31 EQUIPMENT SETS 

Tape Printer Sets (Lightweight) 

MISCELLANEOUS 

Test Sets 

Tape Transmission Dul=Jlex Sets 

Party Line Station Selectors 

Transmitter Distributors 

Cabinets 

(See next page for Numerical Index) 

Printed in U.S. A. 

Index Page 2 

Issue 2 
May l, 1948 

Section Number 

Section l 

Section 8 
Section 6 
Section 10 

Section 9 
Section 11 

Section 7 

Section 2 

Section 3 

Section 4 

Section 20 

Section 21 

Section 17 

Section 5 

Section 3 

Section 18 

Section 19 

Section 22 
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Teletype Corporation 

Equipment List 

Index Page 3 

Issue 2 

January 1948 

NUMERICAL INDEX OF GENERAL DESCRIPTION SHEETS 

SECTION 1 ~MODEL 14 PRINTER SETS 

l.D 1-1 Teletype Model 14 Sending-Receiving Tape Printer Set with Table 

l.D2-l Teletype Model 14 Receiving-Only Tape Printer Set with Table 

SECTION 2 ~MODEL 15 PRINTER SETS 

2.D1-1 

2.D2-l 

2.D3-1 

2.D4-1 

2.D5-1 

2.D6-1 

Teletype Model 15 Sending-Receiving Page Printer Set with Table 

Teletype Model 15 Receiving-Only Page Printer Set with Table 

(NOT RELEASED) 

Teletype Model 15 Sending-Receiving Page Printer Set with Console 

Teletype Model 15 Receiving-Only Page Printer Set with Console 

Teletype Model 15 Sending-Receiving Page Printer (with Perforator Transmitter 

Keyboard) Set with Console 

SECTION 3- TAPE TRANSMISSION DUPLEX SETS 

3.D1-1 

3D2-l 

Teletype Model 15 Tape Transmission Duplex Set with Page Printer and Table 

Teletype Model 15 Tape Transmission Duplex Set with Page Printer and Table 

(including facilities for direct keyboard transmission) 

SECTION 4 ~MODEL 19 SETS 

4.D1-1 Teletype Model 19 Set with Table 

SECTION 5 - TEST SETS 

5 Dl-1 

5 D2-l 

Teletype Stroboscopic Signal Distortion Test Set 

Teletype Portable Signal Distortion Test Set in Carrying Case 

SECTION 6 ~MODEL 14 PERFORATOR TRANSMITTER DISTRIBUTOR SETS 

6.Dl-l Teletype Model 14 Perforator Transmitter D1stributor Set with Table 
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Teletype Corporation 

Equipment List 

Index Page 4 

Issue 2 

January, 1948 

SECTION 7 -MODEL 14 NONTYPING REPERFORATOR TRANSMITTER DISTRIBUTOR SETS 

7.Dl-l 

7.D2-l 

Teletype Model 14 Nontyping Reperforator Transmitter Distributor Set with Table 

Teletype Model 14 Non typing Reperforator-Transmitter-Distributor Set 

SECTION 8- MODEL 14 'PERFORATOR SETS 

S.Dl-1 Teletype Model 14 Perforator Set with Table 

SECTION 9- MODEL 14 NONTYPING REPERFORATOR SETS 

9.Dl-l Teletype Model 14 Nontyping Reperforator Set for use with Model 19 Set 

SECTION 10- MODEL 14 TYPING REPERFORATOR SETS 

lO.Dl-1 Teletype Model 14 Receiving-Only Typing Reperforator Set for use with Model 

19 Set 

10.D2-l (NOT RELEASED) 

10.D3-l Teletype Model 14 Receiving-Only Typing Reperforator Set (Low Base) with 

Table 

lO.D4-l Teletype Model 14 Sending-Receiving Typing Reperforator Set with Table 

lO.DS-1 Teletype Model 14 Receiving-Only Typing Reperforator Set (Low Base) with 

Console 

SECTION 11- MODEL 14 TYPING REPERFORATOR TRANSMITTER DISTRIBUTOR SETS 

ll.D1-1 Teletype Model 14 Receiving-Only Typing Reperforator Transmitter Distributor 

Set with Table 

ll.D2-l Teletype Model 14 Receiving-Only Typing Reperforator (Low K:rse) Transmitter 

Distributor Set with Table 

ll.D3-l Teletype Model 14 Typing Reperforator-Transmitter-Distributor Set 

ll.D4-l Teletype Model 14 Sending-Receiving Typing Reperforator Transmitter Distribu­

tor Set with Table 

SECTION 12- (NOT RELEASED) 

SECTION 13- (NOT RELEASED) 

SECTION 14- (NOT RELEASED) 
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Teietype Corporation 

Equipment List 

SECTION 15- (NOT RELEASED) 

SECTION 17- MODEL 31 PRINTER SETS 

Index Page 5 
Issue 3 

May 1, 1948 

17.Dl-l v Teletype Model 31 Sending-Receiving Tape Printer Set (Lightweight) 

SECTION 18- PARTY LINE STATION SELECTORS 

l8.D l-1 v' Teletype Party Line Station Selector for Table Mounting 

l8.D2-1 / Teletype Party Line Station Selector with Console 

SECTION 19- TRANSMITTER DISTRIBUTORS 

l9.Dl-l v Teletype Transmitter Distributor 

l9.D2-l.; Teletype Multiple Message Transmitter Distributor 

l9.D3-l' Teletype Multiple Numbering Transmitter Distributor 

19.D4-l· Teletype Transmitter Distributor (6-Unit Code) 

SECTION 20- MODEL 20 PRINTER SETS 

20.Dl-l v Teletype Model 20 Sending-Receiving Page Printer Set with Table (6-Unit Code) 

20.D2-l Teletype Model 20 Receiving-Only Page Printer Set with Table (6-Unit Code) 

SECTION 21- MODEL 20 REPERFORATOR SETS 

2l.Dl-l.l Teletype Model 20 Nontyping Reperforator Set with Table (6-Unit Code) 

SECTION 22- CABINETS 

22.Dl-lv' Teletype Apparatus Cabinet 

Printed in U.S. A. 
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Equi}Dent List 

KEYTOP ARRANGEMENTS 

@®CD®CDCD@CD®® 
123•5 12-·5 1---- -2·4· ----5 1·3·5 123·· ·23·- ---45 •23•5 

Issue 1 
March 1, 1943 

(T\tif.Li:\f7\f-\0\rt\f7\F\0:\(cAR\ 
WW\JV\VW\tlJWW\J:J\!!g/ 
12·-- 1·3-- 1·-4- 1·34- -2-45 --3-5 12·4· 1234• -2--5 ---4-

8 
12•45 

CD@®@®© 
1···5 1•345 •234· •2345 1••45 --34• 

( SPACE BAR ·~ 
--3--

11FD 11 

WEATHER SYMBOL 

r.:NS 
-~12345 

PERIOD 

USED ON: IIODEL 15 PRINTER KEYBOARD 
IIODEL 15 PERFORATOR TRANSJIITTER 
IIODEL 14 KEYBOARD PERFORATOR 

APOSTROPHE 

@ u 
·2·--

~~®®mm~g-Q!~W 
f-\~(i\fT\fa\~'fT\CD(cAR\ 
\A)\§)\JV\£)\Q)\tl)J\JS)L\!!g} 
12··- 1·3-- 1·-4- 1·34· •2•45 --3·5 12-4· 1234• -2-·5 ---4-

~ g; ® @ w ~ ~ ~§. ~ 0 c ) COMMA PERIOD 
SPACE BAR 

--3--

11FX" 

COMMUNICATION 
(WITH FIGURES "H" MOTOR STOP) 

USED Cfi: IIODEL 15 PRINTER KEYBOARD 
IIODEL 15 PERFORATOR TRANSJIITTER 

Printed in U.S.A. 



KEYTOP ARRANGEMENTS 

APOSTROPt£ 

~ ~ ~ ® (D. m ~IQ! ~ ill 
@®®CD®QQ)Ck)CD© 
12--- 1-3-- ·--4- -34- -2-45 --3-5 12-4- 1234- -2--5 ---4-

_....... 

~ G)(00Q®~~8@0 ·-~. ,_;<.. _,<;._ -~ ·-~. --~- :~~~:. _,':._ 12-45 c ) MMA PERIOD SPACE BAR 

--3--

"JU" 

COMMUNICATION 

NOTE. THIS COMMUNICATION KEYTOP ARRANGEMENT IS USED ON MODEL 14 
KEYBOARD TAPE PERFORATORS ENTERING SYSTEIIS EMPLOYING THE 
FIGURES 11H11 MOTOR STOP FEATURE FOR SIGNAL LINE CONTROL OF 
PRINTER MOTORS. IT IS NOT INTENDED THAT THE FIGURES 11H" 
MOTOR STOP MECHANISMS WILL RESPOND CORRECTLY WHEN THE 
FIGURES 11H11 COMBINATION IS TRANSMITTED AUTOMATICALLY FROM 
TAPE. SUCH ATTEMPTED TAPE CONTROL WILL RESULT IN IMPROPER 
OPERATION. THE FIGURF..S "H" KEYTOP POSITION HAS ACCORDINGLY 
BEm LEFT BLANK IN THE 11JU" ARRANGEMENT AND SHOULD NOT BE 
PERFORATED IN THE TAPE. 

APOSTROPHE 

~~~®(D. m ~JQ! ~ ~ 
W®®CD®~CD(k) 
12--- 1-3-- ·--4- 1-34- -2-45 --3-5 12-4- 1234-

(')\(cAR\ 
\.6) ~ 
-2--5 ---4-

~~®~~~~~~ c ) COMMA PERIOD 

@ 
-2---

0 
SPACE BAR 

--3--

IIJX" 

COMMUNICATION WITH P ¢ 
(WITH FIGURES "H" MOTOR STOP) 

USED ON: MODEL 15 PRINTER KEYBOARD 
MODEL 15 PERFORATOR TRANSMITTER 

,, 

') 

)
' 

. 

.;~ 
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KEYTOP ARRANGEU.ENTS 

APOSTROPHE 

~~mwffim~g-w~\P. 
f-\~($\fT\fa\f\•fT\(DfcAR\ 
WW\JVWW\J:VJ\JYL~ 
12·-- 1-3-- 1--4- 1-34- -2-45 --3-5 12·4- 1234- -2--5 ---4-

~ ~~g.)~~~~~~ 0 
( SPACE BAR ) COMMA PERIOD 

--3--

11KH" 

COMMUNICATION ~~TH P ¢ 
NOTE: THIS COWlUNICATION KEYTOP ARRANGEMENT WITH P rjJ IS USED ON 

MODEL 14 KEYBOARD TAPE PERFORATORS ENTERING SYSTEMS 
EMPLOYING THE FIGURES "H" MOTOR STOP FEATURE FOR SIGNAL 
LINE CONTROL OF PRINTER MOTORS. IT IS NOT INTENDED THAT 
THE FIGURES "H" MOTOR STOP MECHANISMS WILL RESPOND COR­
RECTLY TIHEN THE FIGURES 11H" COMBINATION IS TRANSMITTED 
AUTOMATICALLY FROM TAPE. SUCH ATTEMPTED TAPE CONTROL 
WILL RESULT IN IMPROPER OPERATION. THE FIGURES "H" KEYTOP 
POSITION HAS ACCORDINGLY BEEN LEFT BLANK IN THE 11KH 11 

ARRANGEMENT AND SHOULD NOT BE PERFORATED IN THE TAPE. 

@@CD®CDCD@CD®® 
123-5 12--5 1---- -2-4- ----5 1-3-5 123-- -23-- ---45 -23-5 

rT\~(7\f-\0:\(T\(7\f-\CD(cAR\ 
WW\JV\V\..V\J:VW\JYL~ 
12--- 1-3-- 1--4- 1-34- -2-45 --3-5 12-4- 1234- -2--5 ---4-

e 
12•45 

CD@®@®@ 
1---5 1•345 -234- •2345 1--45 --34-

c- SPACE BAR ) 

--3--
"KQ" 

c:NB 
-~~12345 

PERIOD 

WEATHER SYYBOL WITH P ¢ 

USED: MODEL 15 PRINTER KEYBOARD 
MODEL 15 PERFORATOR TRANSMITTER 
MODEL 14 KEYBOARD PERFORATOR 

~ 
~ 
-2---

G 
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Teletype Corporation 
Equipnent List 

TYPE ARRANGEWENTS 

Issue 1 
llarch 1, 194.3 

~~eN~el 

- ' : $ 3 ! & £ 8 • ( ) • ' 

r~~2 

9 0 1 4 , S 7 J 2 I 6 ° 
A B C D E F G H I J K L M N 0 P Q R S T U V W X Y Z 

"97" 

COMUUNICATION 

Used on Model 15 Printer 

- 1 : $ 3 

/See Note 1 

! & £ 8 ' ( ) • ' 9 ' 1 4 

rSee Note 2 

' 5 7 ; 2 1 6 •• 

A B C D E F G H I J K L M N 0 P Q R S T U V W X Y Z 

"210" 

COMMUNICATION WITH P ¢ 
Used on Model 15 Printer 

NOTE: 1. Printing and spacing suppressed when upper case "H" motor 
stop ie employed. 

2. Printing and spacing suppressed when upper case "S" signal 
bell is employed. 

Printed in u.s.A. 



TYPE ARRANGEMENTS 

/See Not.e 2 

f $0Jt 3 ... " J, 8 t(4-'\. 0901,.. s 7<1>2/6+­

A B C D E F G H I J K L M N 0 P Q R S T U V W X Y~ 

See Note 1 

"105" 

WEATHER SntBOL 

~sed on Model 15 Printer 

1 
See Not.e 2 

f$0~3-+"J.Stt.-~.®91111'57~2/6+• 

A B C D E F G H I J K L M N 0 P Q R S T U V W X Y~ 

See Note 1 

"22111 

WEATHER SYMBOL WITH P ¢ 

Used on Model 15 Printer 

NOTE: 1. Printing and spacing suppressed on lower case blank. 

2. Printing and spacing suppressed when upper case "S'' signal bell is 
employed. 

~ 
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Teletype Corporation 

Equipment List 

General Description l.Dl-1 

Issue l 

August l, 1946 

TELETYPE MODEL 14 SENDING-RECEIVING TAPE PRINTER SET WITH TABLE 

The Teletype Model 14 sending-receiving tape printer set provides means for interchanging type­

written telegraph messages between two or more points. Transmission is accomplished through 

direct keyb_oard operation, and messages are received in printed form on standard width (ap­

proximately %") tape. 

Copyright, 1946 
Teletype Corporation 



Page 2 

This set consists of units and accessories, as follows, which are 

supplied in various combinations to meet specific operating requirements: 

Teletype 
Code 

FP Typing Unit (with synchronous or governed motor; type arrange-

ment as specified) 

FK Keyboard Base (keytop arrangement as specified) 

RY Line Relay 

C Cover 

Copyholder 

XRT Table* 

REC Rectifier (not required at DC stations) * 

Speed Indicator (required with governed motors) 

Power Accessories (fusetrons, resistor assemblies, etc. as required) 

COMPLETE SET 
WITH TABLE .... 

TABLE ONLY .... 

*Note: Not depicted on opposite page-see set photograph on 
page 1. 

APPROXIMATE WEIGHT DIMENSIONS 
. 

NET SHIPPING (DOMESTIC) WIDTH DEPTH 

118 1bs. 161 1bs. 18" 211/z" 

45 1bs. 59 1bs. 18" 211/z" 
~ -- -~------ - - - - --- L___ 

Approximate Operating Power Requirements: 

HEIGHT 

38%" 

261/z" 
--~ 

Including Rectifier-125 Watts at 115 Volts AC (60 cycles) 
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Teletype Corporation 

Equipment List 

General Description l.D2-l 

Issue l 

August l, l 946 

T,ELETYPE MODEL 14 RECEIVING-ONLY TAPE PRINTER SET WITH TABLE 

The Teletype Model 14 receiving-only tape printer set provides means for receiving typewritten 

telegraph messages in printed tape form. The standard tape used by Teletype"Model 14 printers 

is approximately 3fs" wide. 

Copyright, 1946 
Teletype Corporation 



This set consists of units and accessories, as follows, which are 

supplied in various combinations to meet specific operating requirements: 

Teletype 
Code 

FP Typing Unit (with synchronous or governed motor; type arrange­

ment as specified) 

FB Base 

RY Line Relay 

C Cover 

XRT Table* 

REC Rectifier (not required at DC stations)* 

Speed Indicator (required with governed motors) 

Power Accessories (fusetrons, resistor assemblies, etc., as required) 

COMPLETE SET 
WITH TABLE . . .. 

TABLE ONLY .. . . 

*Note: Not depicted on opposite page-see set photograph on 

page l. 

APPROXIMATE WEIGHT DIMENSIONS 

NET SHIPPING (DOMESTIC) WIDTH DEPTH 

Ill lbs. 151 lbs. 18" 211/z" 

45 lbs. 59 lbs. 18" 211/z " 
L_ __ __________ ··'- ------ - L .. L ... 

Approximate Operating Power Requirements: 

HEIGHT 

37%" 

261/z" 

Including Rectifier-125 Watts at 115 Volts AC (60 cycles) 

Page 2 







Teletype Corporation 

Equipment List 

General Description 2.D 1-l 

Issue 2 

September l, 1946 

TELETYPE MODEL IS SENDING-RECEIVING PAGE PRINTER SET WITH TABLE 

The Teletype Model 15 sending-receiving page printer set provides means for interchanging 

typewritten telegraph messages between two or more points. Transmission is accomplished 

through direct keyboard operation, and messages are received in printed page form on continuous 

roll or multifold paper. 

Copyright, 1946 
Teletype Corporation 



This set consists of units and accessories, as follows , which are 

supplied in various combinations to meet specific operatmg requirements: 

Teletype 
Code 

BP Typing Unit (friction or sprocket paper feed; type arrangement as 

specified) 

BB Base 

MU Motor Unit (synchronous or governed) 

Set of Gears (different ratios fm; synchronous and governed motor 

units) 

BK Keyboard (keytop arrangement as specified) 

RY Line Relay 

C Cover 

Cover Front Plate (sending-receiving) 

Copyholder 

XRT Table* 

REC Rectifier (not required at DC stations) * 

Speed Indicator (required with governed motors) 

Paper Supply Box Assembly (used with sprocket feed printers) 

Power Accessories (fusetrons, resistor assemblies, etc. , as required) 

*Note: Not depicted on opposite page-see set photograph on 

page 1. 

APPROXIMATE WEIGHT DIMENSIONS 

NET SHIPPING (DOMESTIC) WIDTH DEPTH HEIGHT 

COMPLETE SET 
WITH TABLE . .. . 

TABLE ONLY . ... 

Page 2 

166 lbs. 228 lbs. 18" 211/z " 42" 

45 lbs. 59 lbs. 18" 211/z" 26lfz " 
. - - - • ---- --- ------------- -------

Approximate Operating Power Requirements: 

Including Rectifier-160 Watts at 115 Volts AC (60 cycles) 



COPYHOLDER 

COVER FRONT PLATE 
(Sending-Receiving) 

KEYBOARD 

SPEED INDICATOR 

~ 

SET OF GEARS 

) 
LINE BELAY 

BASE 

TYPING UNIT 

MOTOR UNIT 
(Governed) 

MOTOR UNIT 
(Synchronous) 

Page 3 



., ~
.
 ::. "' a.. c 



Teletype Corporation 
Equipment List 

General Description 2.D2-l 
Issue 2 

September 1, 1946 

TELETYPE MODEL 15 RECEIVING-ONLY PAGE PRINTER SET WITH TABLE 

The Teletype Model IS receiving-only page printer set provides means for receiving typewritten 

telegraph messages in printed page form on continuous roll or multifold paper. 

Copyright, 1946 
Teletype Corporotion 



Page 2 

This set consists of units and accessories, as follows, which art:: 

supplied in various combinations to meet specific operating requirements: 

Teletype 
Code 

BP Typing Unit (friction or sprocket paper feed; type .arrangement as 

specified) 

BB Base 

MU Motor Unit (synchronous or governed) 

Sets of Gears (different ratios for synchronous and governed motor . 

units) 

RY Line Relay 

C Cover 

Cover Frqnt Plate (receiving) 

XRT Table* 

REC Rectifier (not required at DC stations) * 

Speed Indicator (required with governed motors) 

Paper Supply Box Assembly (used with sprocket feed printers) 

COMPLETE SET 
WITH TABLE .... 

TABLE ONLY . .. . 

Power Accessories (fusetrons, resistor assembliesJ etc. as required) 

*Note: Not depicted on opposite page-see set photograph on 

page 1. 

APPROXIMATE WEIGHT DIMENSIONS 

NET SHIPPING (DOMESTIC) WIDTH DEPTH 

153 1bs. 212 1bs. 18" 211/z" 

45 1bs. 59 1bs. 18" 211/z" 

Approximate Operating Power Requirements: 

HEIGHT 

42" 

26lfz" 

T,cluding Rectifier-160 Watts at 115 Volts AC (60 cycles) 



~ J"'-.,~.::-=~ 

SPEED INDICATOR 

COVER 

'fi.!.._, 

~~ 

SET OF GE.ABS 

COVER FRONT PLATE 

IJNE BELAY 

TYPING UNIT 

BASE 

MOTOR UNIT 
(Governed) 

MOTOR UNIT 
(Synchronoua) 
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Teletype Corporation 

Equipment List 

General Descrip tion 2.D4- l 

Issue 2 

June, 1948 

TELETYPE MODEL 15 SENDING-RECEIVING PAGE PRINTER 
SET WITH CONSOLE 

The Teletype Model 15 sending-receiving page printer set provides means for interchanging type­

written telegraph messages between two or more points. Transmission is accomplished through 

direct keyboard operation, and messages are received in printed page form on continuous roll 

or multifold paper. 

The all-metal console encloses and supports all essential equipment for the set. Designed both 

for appearance and utility, this console provides maximum convenience and service accessibility 

whether the set is employed as an individual station or in composite arrangement with other 

Teletype console sets. 

(Complete description, installation and adjustment information for this console may be obtained 

from Teletype Specification S-5537.) 



This set consists of units and accessories, as follows, which are 

supplied in various combinations to meet specific operating requirements: 

Teletype 
Code 

BP Typing Unit (friction or sprocket paper feed; type arrangement as 

specified) 

BB Base 

MU Motor Unit (synchronous or governed) 

Set of Gears (different ratios for synchronous and governed motor 

units) 

BK Keyboard (keytop arrangement as specified) 

RY Line Relay 

AC Console (includes platen hand wheel) 

(electrical service assembly not included) 

Electrical Service Assembly (as specified) 

Combination Copyholder and Scheduleholder 

REC Rectifier (not required at DC stations) 

Speed Indicator (required with governed motors) 

Paper Supply Box and Form Accumulating Shelf (used with 

sprocket feed printers) 

APPROXIMATE WEIGHT APPROXIMATE DIMENSIONS 

NET SHIPPING CONSOLE 

(DOMESTIC) POSITION WIDTH DEPTH HEIGHT 

COMPLETE SET 

WITH CONSOLE . 215 lbs. 292 lbs. CLOSED 20" 22" 43" 

FULLY 

CONSOLE ONLY ... 131 lbs. 171 lbs. EXTENDED* 20" 35" 57" 

Approximate Operating Power Requirements: *See Page 4 

Including Rectifier - 160 Watts at 115 Volts AC (60 cycles) 

Page 2 2.04-1 

I 
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COMBINATION COPYHOLDER AND SCHEDULEHOLDER 

t'.'!fiiill"lii~.u.~~··:'fJ!!!$o!lf/fll!l!i'ii~' - ~ 

·~"':',JS/;;i~~ii/ii-·o·' "'i>i'·~ 

SPEED INDICATOR 

.JI: 
~' 

:&:1 
~·~ 

SET , OF GEARS 

LINE RELAY 

SENDING-RECEIVING PAGE PRINTER CONSOLE 

... 

KEYBOARD 

TYPICAL ELECTRICAL SERVICE ASSEMBLY 
(Hinge d Bottom Shown Open) 

BASE 

TYPING UNIT 

MOTOR UNIT 
(Governed) 

MOTOR UNIT 
(Synchronous) 

Page 3 
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COVER FRONT PLATE 

SPEED INDICATOR 

SET OF GEARS 

LINE RELAY 

MOTOR UNIT 
(Governed) 

TYPING UNIT 

MOTOR UNIT 
(Synchronous) 

PERFORATOR 

Page 3 





Teletype Corporation 

Equipment List 

General Description 3.D2-l 

Issue l 

August l, 1946 

TELETYPE MODEL 15 TAPE TRANSMISSION DUPLEX SET WITH PAGE 

PRINTER AND TABLE (including facilities for direct keyboard transmission) 

The Teletype Model 15 tape and direct keyboard transmission duplex set with sending-receiving 

page printer provides means for intercbanging typewritten telegraph messages over full-duplex 

or half-duplex circuits. Generally, messages to be transmitted are prepared on the keyboard 

perforator and transmitted by the transmitter distributor. Transmission also may be accomplished 

through direct keyboard operation. This provides additional flexibility inasmuch as the automatic 

tape transmission may be interrupted to inject brief keyboard messages without removing the 

tape from the transmitter. Incoming messages are recorded in printed page form on the Model 15 

sending-receiving page printer. This set when used on a full-duplex circuit will send and receive 

messages simultaneously. 

Copyright, 1946 
Tel etype Corporation 



This set consists of units and accessories, as follows , which are 

supplied in various combinations to meet specific operating requirements: 

Teletype 
Code 

Model 15 Sending-Receiving Page Printer consisting of: 

BP Typing Unit (friction or sprocket paper feed; type ar­
rangement as specified) 

BB 

MU 

BK 

RY 

c 

Base 

Motor Unit (synchronous or governed) 

Set of Gears (different ratios for synchronous and gov­
erned motor units) 

Keyboard (keytop arrangement as specified) 

Line Relay 

Cover 

Cover Front Plate (sending-receiving) 

Copyholder 

GPE Model 14 Perforator: (keytop arrangement as specified) 

XD Model 14 Transmitter Distributor (with synchronous or governed 
motor) 

XRT Table (with perforator silencing cover and copyholder)* 

REC Rectifier (not required at DC stations) * 

Speed Indicator (required with governed motors) 

Power Accessories (fusetrons, resistor assemblies, etc., as required) 

*Note: Not depicted on opposite page-see set photograph on 
page 1. 

APPROXIMATE WEIGHT DIMENSIONS 

NET SHIPPING (DOMESTIC) WIDTH DEPTH HEIGHT 

COMPLETE SET 
WITH TABLE ... . 

TABLE ONLY . .. . 

Page 2 

317 lbs. 468 lbs. 66" 24" 42" 

140 lbs. 228 lbs. 66" 24" 261/z" 
'--------- ------ --L_______ ------

Approximate Operating Power Requirements: 

Including Rectifier-400 Watts at 115 Volts AC (60 cycles) 
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Teletype Corporation 

Equipment List 

TELETYPE MODEL 19 SET 

The Teletype Model 19 set combines facilities for : 

( 1) Direct interchange of typewritten telegraph messages. 

(2) Perforation of tape for subsequent transmission. 

General Description 4.Dl-1 

Issue 2 

September 1, 1946 

(3) Automatic transmission of printing telegraph messages under control of perforated tape. 

The perforator transmitter keyboard which serves for direct sending may also be operated inde­

pendently (whether or not an incoming message is being received) as a high speed perforator in 

the preparation of tape for subsequent transmission. Or if desired, tape may be perforated 

simultaneously with direct transmission. Incoming messages are received in printed page form 

on either continuous roll or multifold paper. 

Copyright, 1946 
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This set consists of units and accessories, as follows, which are 
supplied in various combinations to meet specific operating requirements: 

Teletype 
Code 

BP 

BB 

MU 

PEX 

RY 

c 

Modell5 Printer with Perforator Transmitter Keyboard. consisting of: 

Typing Unit (friction or sprocket paper feed; type arrange­
ment as specified) 

Base 

Motor Unit (synchronous or governed) 

Set of Gears (different ratios for synchronous and gov­
erned motor units) 

Perforator Transmitter Keyboard (with counting pointer 
and dial which may be located either on the right or left 
side of the cover, as desired; keytop arrangement as 
specified) 

Line Relay 

Cover (with counting pointer window) 

Copyholder 

XD Model 14 Transmitter Distributor (with synchronous or governed 
motor) 

XRT Table* 

REC Rectifier (not required at DC stations) * 

Speed Indicator (required with governed motors) 

Paper Supply Box Assembly (used with sprocket feed printers) 

Power Accessories (fusetrons, resistor assemblies, etc.)--as required 

The Model 19 table is so arranged that a Model 14 typing or non­
typing reperforator mounted on a low auxiliary table may be in­
stalled, if required, underneath at left front.* 

*Note: Not depicted on opposite page--see set photograph on 

page 4. 

APPROXIMATE WEIGHT DIMENSIONS 

NET SHIPPING (DOMESTIC) WIDTH DEPTH HEIGHT 

COMPLETE SET 
WITH TABLE .... 

TABLE ONLY .... 

Page 2 

286 lbs. 447 lbs. 36" 23lfz'' 42" 

112 lbs. 205 lbs. 36" 231/z" 26lfz'' 

Approximate Operating Power Requirements: 

Including Rectifier-420 Watts at 115 Volts AC (60 cycles) 

--
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Teletype Corporation 

Equipment List 
General Description S.Dl-1 

Issue I 
August I, 1946 

TELETYPE STROBOSCOPIC SIGNAL DISTORTION TEST SET 

The Teletype stroboscopic signal distortion test set is a general purpose test instrument arranged: 

(I) To transmit signals for checking operational margins of Teletype start-stop selectors. 

(2) To check the responses of relays or start-stop regenerative repeaters in a local circuit. 

(3) Under certain conditions, to check the efficiency of Teletype circU1ts and line equipment by 
measuring accurately the impulse length of printing telegraph signals originating from an 
external transmitting unit. 

Either normal or distorted signals or a test message may be transmitted by this instrument by 
positioning various keys mounted on the panel. Other controls provide convenient adjustment ior 
any desired type or percentage of signal distortion. A built-in stroboscope permits signals to be 
checked visually against a graduated scale. The size of the unit is such that it may be set on a 
shelf, movable bench or a table. 

Copyright , 1946 
Teletype C orporat ion 
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S.Dl -1 

This set consists of units and accessories, as follows , which are 

supplied in various combinations to meet specific operating requirements: 

Teletype 
Code 

DXD Stroboscopic Signal Distortion Test Distributor with viewing hood * 

MU Motor Unit (synchronous or governed) 

Set of Gears (different ratios for synchronous and governed motor 

units) 

Speed Indicator (required with governed motors) 

Power Accessories (fusetrons, resistor assemblies, etc., as required) 

• Note: Viewing hood not depicted on opposite page-see set 

photograph on page 1. 

APPROXIMATE WEIGHT DIMENSIONS 

NET SHIPPING (DOMESTIC) WIDTH DEPTH HEIGHT 

125 1bs. 156 1bs. 191/z " 14" 131/z" 

With Viewing Hood 19 lf2' ' 211/z " 131/z " 

Approximate Operating Power Requirements: 

130 Watts at 115 Volts AC (60 cycles) 
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Teletype Corporation 

Equipment Ltst 
General Description S.DZ-1 

Issue 1 

August 1, 1946 

TELETYPE PORTABLE SIGNAL DISTORTION TEST SET IN CARRYING CASE 

The Teletype portable signal distortion test set is a motor driven unit arranged to transmit signals 

for testing Teletype circuits and checking the operating margins of start-stop selectors on Teletype 

apparatus. These signals may be a repetition of Teletype signal combinations or telegraph re­

versals . Combinations to be transmitted are set up by positioning a group of keys and switches 

mounted on the panel. The transmitted signals may be normal (undistorted) or they may be con- . 

trolled to have 20"/0 bias or end distortion, either marking or spacing. This instr.ument w~· designed 

to meet the demand for a portable test distributor for limited duty and (ntermittent use only. For 

heavy duty applications, or for more diversified test facilities the 'P"eletype Stroboscopic Test Set 

is recommended. 

Copyright, 1946 
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PORT ABLE TEST SET WITH CARRYING CASE CLOSED 

This set consists of a test unit securely mounted in a metal carrying 

case with a power cord and circuit jack, and may be supplied with either a 

synchronous or governed motor. 

APPROXIMATE WEIGHT DIMENSIONS 

NET SHIPPING (DOMESTIC) WIDTH DEPTH HEIGHT 

10 1bs. 12 lbs. 8%" 8" 5" 

Approximate Operating Power Requirements: 

30 Watts at 115 Volts AC (60 cycles) 

Printed in U. S. A . 

- ----- ·---- -----



Teletype Corporation 

Equipment List 

General Description 6.D1-1 

Issue 2 

September 1, 1946 

TELETYPE MODEL 14 PERFORATOR TRANSMITTER DISTRIBUTOR SET 
WITH TABLE 

The Model 14 perforator transmitter distributor set provides means for keyboard preparation of 

prin ting telegraph messages in perforated tape form, and also for automatic transmission of print­

ing telegraph messages under control of perforated tape. 

C opy rig ht, 1946 
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This set consists of units and accessories, as follows, which are 

supplied in various combinations to meet specific operating requirements: 

Teletype 
Code 

GPE Model 14 Keyboard Perforator (keytop arrangement as specified) 

XD Model 14 Transmitter Distributor (with synchronous or governed 

motor) 

XT 'lable (with perforator cover and copyholder)* 

REC Rectifier (not required at DC stations) * 

Speed Indicator (required with governed motors) 

Power Accessories (fusetrons, resistor assemblies, etc., as required) 

*Note: Not depicted on this page-see set photograph on page 1. 

KEYBOARD PERFORATOR 

TRANSMITTER DISTRIBUTOR 

APPROXIMATE WEIGHT DIMENSIONS 

NET SHIPPING (DOMESTIC) WIDTH DEPTH HEIGHT 
COMPLETE SET 
WITH TABLE .. .. 

TABLE ONLY . ... 

Page 2 

117 lbs. 177 lbs. 27" 211/z" 40lf4" 

61 lbs. 106 lbs. 27" 211/z" 26ljz'' 

Approximate Operating Power Requirements: 

Including Rectifier-210 Watts at 115 Volts AC (60 cycles) 

Printed in U. S. A. 



Teletype Corporation 

Equipment List 

General Description 7 .D l-l 

Issue 3 

November l, 1947 

TELETYPE MODEL 14 NONTYPING REPERFORATOR 
TRANSMITTER DISTRIBUTOR SET WITH TABLE 

The Teletype Model 14 nontyping reperforator transmitter distributor set provides means for auto­

matic reception of printing telegraph messages in perforated tape form, and also for automatic 

transmission of printing telegraph messages under control of perforated tape. It is commonly 

used for relaying messages from one circuit to another. 



This set consists of units and accessories, as follows, which are 

supplied in various combinations to meet specific operating requirements: 

Teletype 
Code 

Model 14 Nontyping Reperforator, consisting of: 

RPE ~ontyping Reperforator Unit 

MU Motor Unit (synchronous or governed) 

Set of Gears (d ifferent ratios for synchronous and gov­

erned motor units) 

RY Line Relay 

C Cover 

XD Model 14 Transmitter Distributor (with synchronous or governed 

motor) 

XRT Table* 

REC Rectifier (not required at DC stations) * 

COMPLETE SET 
WITH TABLE ... . 

TABLE ONLY . .. . 

Speed Indicator (required with governed motors) 

Power Accessories (fusetrons, resistor assemblies, etc., as required) 

*Note: Not depicted on opposite page--see set photograph on 

page 1. 

APPROXIMATE WEIGHT DIMENSIONS 

NET SHIPPING (DOMESTIC) WIDTH DEPTH 

154 lbs. 219 1bs. 27" 2llh" 

60 lbs. 103 lbs. 27" 21112 " 
--------- -

Approximate Operating Power Requirements: 

HEIGHT 

401h" 

26 112" 

Including Rectifier-230 Watts at 115 Volts AC (60 cycles) 

Page 2 
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Teletype Corporation 

Equipment List 

General Description 7.D2-l 

Issue I 

August L 1946 

TELETYPE MODEL 14 NONTYPING REPERFORATOR­

TRANSMITTER-DISTRIBUTOR SET 

The Teletype Model 14 nontyping reperforator-transmitter-distributor set provides means for re­

ceiving and recording printing telegraph messages in fully perforated tape form. It also provides 

for independent transmission of messages so received, either concurrently or from stored tape 

by means of an automatic transmitter unit contained in the base of the set. A pivoted sensing 

device permits transmission of the last character received without necessitating the addition of 

perforations for tape spacing purposes. This set is used for automatic relaying of messages from 

one circuit to another. 



This set consists of units and accessories, as follows, which are 

supplied in various combinations to meet specific operating requirements: 

Teletype 
Code 

FRXD Non typing Reperforator-Transmitter-Distributor Unit with synchro­
nous or governed motor 

RY Line Relay 

C Cover 

Pad 

REC Rectifier (not required at DC stations) * 

Speea Indicator (required with governed motors) 

Power Accessories (electrical service assembly, fusetrons, resistor 

assemblies, etc., as required) 

*Note: Not depicted on opposite page 

APPROXIMATE WEIGHT DIMENSIONS 

NET SHIPPING (DOMESTIC) WIDTH DEPTH HEIGHT 

COMPLETE SET 150 lbs. 222 lbs. 161/4 " 19" l2lfz" 

Approximate Operating Power Requirements: 

Including Reclifier-170 Watts at 115 Volts AC (60 cycles) 

Page 2 
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Teletype Corporation 

Equipment List 
General Description S.Dl -1 

Issue 2 
September l , 1946 

TELETYPE MODEL 14 PERFORATOR SET WITH TABLE 

The Teletype Model 14 perforator set provides means for keyboard preparation of printing tele­

graph messages in perforated tape form for subsequent automatic transmission. 

Copyright, 1946 
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This set consists of units and accessories, as follows, which are 

supplied in various combinations to meet specific operating requirements: 

Teletype 
Code 

GPE Model 14 Keyboard Perforator (keytop arrangement as specified) 

PET Table (with perforator silencing cover and copyholder) * 

REC Rectifier (not required at DC stations) * 

Note: Not depicted on this page--see set photograph on page l. 

KEYBOARD PERFORATOR 

APPROXIMATE WEIGHT DIMENSIONS 

NET SHIPPING (DOMESTIC) WIDTH DEPTH HEIGHT 
COMPLETE SET 
WITH TABLE .... 

TABLE ONLY ... . 

Page 2 

81 lbs. 106 lbs. 18" 18" 401/4" 

45 lbs. 61 lbs. 18" 18" 26lfz' ' 

Approximate Operating Power Requirements: 

Including Rectifier-145 Watts at 115 Volts AC (60 cycle) 

Printed in U.S. A. 


























































































































































